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SCREEN GRID В.Е AMPLIFIER 


Filament Coated 
Voltage 
Current 


Direct Intgre1ec rode Capacitancges: 
Grid to Plate (with snield-can 


Input 

Out put 
Overall Length 4-25/32" to 51/32" 
-| Max imum Diameter © © р d та Ле: с 


| Small Metal 
i б (4) . Medium 4-Pin 
zDiloment + din 4-Pilgment- 
- е 
“стел | Bortom view — °P TU 
AMPLIFIER (Class A) 


Operating Conditions and Characteristics: 
lament 2 ; 2 

late 180 max. 
Зсгоеп 67.5 
Grid 3 У „3 
Атр. Fact. 780 
Plate Res. 1,2 
Mut, Cond. 650 
Plate Cur. 1.7 
Screen Cur, 4 0,4 


Orid-coupiling resistor, 1f used, should not exceed 2.0 несоһив. 


DETECTOR 
Typical Operation: Biased |. 6rid-Leak 
Bue. ПЕ 99 
ate-ou 
Screen РЕСЕ Up to 45 
Grid 6 Return to (t)F11. 
Plate Load ; 0,1% 


Plate Cur. Adjusted to 0.2 ma. 
А with no input signal. 

Grid leak - - 

Grid Condenser - - 


Ог equivalent impedance. In designing circuits to use tne 32 as а 
detector, 15 1s desirable to work from the detector stage directly 
1150 the power output stage. 
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AVERAGE CHARACTERISTICS 
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MUTUAL CONDUCTANCE ($m) MICROMHOS 


PLATE RESISTANCE (Тр) 
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-t та -? 
CONTROL GRID VOLTS 
925-5243 
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AVERAGE PLATE CHARACTERISTICS 


ПІН 
и [| SCREEN VOLTS = 67.5 
mE 


PLATE RESISTANCE(T p) MEGOHMS 


о го го зо 40 50 60 7O 80 
SCREEN VOLTS 925-5244 
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